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crewmember’s duties aboard an air-
craft being operated under this part.

[Doc. No. FAA–1998–4954, 64 FR 1080, Jan. 7,
1999]

§ 125.329 Minimum altitudes for use of
autopilot.

(a) Except as provided in paragraphs
(b), (c), (d), and (e) of this section, no
person may use an autopilot at an alti-
tude above the terrain which is less
than 500 feet or less than twice the
maximum altitude loss specified in the
approved Airplane Flight Manual or
equivalent for a malfunction of the
autopilot, whichever is higher.

(b) When using an instrument ap-
proach facility other than ILS, no per-
son may use an autopilot at an altitude
above the terrain that is less than 50
feet below the approved minimum de-
scent altitude for that procedure, or
less than twice the maximum loss spec-
ified in the approved Airplane Flight
Manual or equivalent for a malfunction
of the autopilot under approach condi-
tions, whichever is higher.

(c) For ILS approaches when reported
weather conditions are less than the
basic weather conditions in § 91.155 of
this chapter, no person may use an
autopilot with an approach coupler at
an altitude above the terrain that is
less than 50 feet above the terrain, or
the maximum altitude loss specified in
the approved Airplane Flight Manual
or equivalent for the malfunction of
the autopilot with approach coupler,
whichever is higher.

(d) Without regard to paragraph (a),
(b), or (c) of this section, the Adminis-
trator may issue operations specifica-
tions to allow the use, to touchdown, of
an approved flight control guidance
system with automatic capability, if—

(1) The system does not contain any
altitude loss (above zero) specified in
the approved Airplane Flight Manual
or equivalent for malfunction of the
autopilot with approach coupler; and

(2) The Administrator finds that the
use of the system to touchdown will
not otherwise adversely affect the safe-
ty standards of this section.

(e) Notwithstanding paragraph (a) of
this section, the Administrator issues
operations specifications to allow the
use of an approved autopilot system
with automatic capability during the

takeoff and initial climb phase of flight
provided:

(1) The Airplane Flight Manual speci-
fies a minimum altitude engagement
certification restriction;

(2) The system is not engaged prior
to the minimum engagement certifi-
cation restriction specified in the Air-
plane Flight Manual or an altitude
specified by the Administrator, which-
ever is higher; and

(3) The Administrator finds that the
use of the system will not otherwise af-
fect the safety standards required by
this section.

[Doc. No. 19779, 45 FR 67325, Oct. 9, 1980, as
amended by Amdt. 125–12, 54 FR 34332, Aug.
18, 1989; Amdt. 125–29, 62 FR 27922, May 21,
1997]

§ 125.331 Carriage of persons without
compliance with the passenger-car-
rying provisions of this part.

The following persons may be carried
aboard an airplane without complying
with the passenger-carrying require-
ments of this part:

(a) A crewmember.
(b) A person necessary for the safe

handling of animals on the airplane.
(c) A person necessary for the safe

handling of hazardous materials (as de-
fined in subchapter C of title 49 CFR).

(d) A person performing duty as a se-
curity or honor guard accompanying a
shipment made by or under the author-
ity of the U.S. Government.

(e) A military courier or a military
route supervisor carried by a military
cargo contract operator if that car-
riage is specifically authorized by the
appropriate military service.

(f) An authorized representative of
the Administrator conducting an en
route inspection.

(g) A person authorized by the Ad-
ministrator.

§ 125.333 Stowage of food, beverage,
and passenger service equipment
during airplane movement on the
surface, takeoff, and landing.

(a) No certificate holder may move
an airplane on the surface, take off, or
land when any food, beverage, or table-
ware furnished by the certificate hold-
er is located at any passenger seat.

(b) No certificate holder may move
an airplane on the surface, take off, or
land unless each food and beverage
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